Altsandkuhler CSK

Wirbelbettverfahren

Der ConviTec Altsandkihler im
Schwing-Wirbelbettverfahren dient der
wirtschaftlichen und exakten Kihlung
sowie Homogenisierung von heiBem
Altsand.

Der Kihler besteht im wesentlichen
aus einer Schwingférderrinne mit
luftdurchlassigem Anstrémboden aus
Chromnickelstahl, einer stationaren
Haube mit integrierter
Befeuchtungseinrichtung, einem
geschlossenen Luftkasten mit
Zuluftventilator, Temperatur- und
Feuchtesensoren sowie einer
intelligenten PC/SPS-gestltzten
Steuerung mit integriertem Frequenz-
umrichter zwecks Optimierung der
Foérdergeschwindigkeit des Altsandes
durch den FlieBbettklhler.

Der Kuhler ist bewahrt und technisch
ausgereift.
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Sand cooler CSK

swirling-bed system

Vibrating swirling-bed coolers for used
sand designed by ConviTec are
applied for economic and precise
cooling as well as homogenisation of
hot used sand.

The cooler mainly consists of a
vibrating conveyor with permeable flow
bottom made of chrome-nickel steel, a
stationary hood with integrated
humidifier, a closed air box with fresh
air ventilator, temperature probe and
humidity sensors, as well as an
intelligent PC/PCB supported control
with integrated frequency converter for
optimisation of the transport speed of
the used sand through the fluid bed
cooler.

The cooler is of approved and
technically sophisticated quality.
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Der Einbau eines derartigen Kihlers in
eine Sandaufbereitungsanlage bringt
im Wesentlichen folgende Vorteile:

e Sehr gute Homogenisierung des
Sandes infolge intensiver Fluidi-
sierung bei geringer Schichthéhe,

e Verkurzung der Mischzeiten durch
exakt einstellbare Feuchte und
Temperatur des Altsandes,

e Verbesserung der Sandqualitat und
Verarbeitungsfahigkeit des Form-
sandes,

e Keine mechanische Beanspruchung
des Sandes infolge Mischwerk-
zeugen; d.h. quasi kein Abrieb der
Sandkdrner,

e Verringerung der Sandumlaufmenge
bzw. Einsparung von Altsand-
bunkern, gekihlter Altsand steht
sofort zur Verfligung,

e erhebliche Reduzierung von
Neusandzugabe und Bindemittel
durch schonende Absaugung,

e hohe Wirtschaftlichkeit und niedrige
Betriebskosten durch geringen
Energieverbrauch der Antriebs-
aggregate,

e extrem geringer Verschlei infolge
Luftkissen zwischen Anstrdmbodens
und Sandbett,

e zuverlassig, wartungsarm, hohe
Verfligbarkeit und lange Lebens-
dauer,

e Anfahren unter Volllast problemlos
maoglich.
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The installation of such a cooler into a
sand recycling plant has basically got
the following advantages:

e very good homogenisation of the
sand due to intensive fluidisation at
low layer height,

e shortens the mixing times due to
exactly adjustable humidity and
temperature of the used sand,

e better sand quality and processing
capability of the moulding sand,

¢ no mechanical load of the sand
resulting from mixing tools that
means hardly any friction of the
sand grains,

e reduces the sand flow-through
quantity and/or saves used sand
hoppers, cooled used sand is
immediately available,

e considerably reduces the supply of
new sand and binding agent due to
gentle suction,

¢ high profitability and low operating
costs due to low energy
consumption of the drive
aggregates,

e extremely low wear due to air
cushion between distributor plate
and sand bed,

¢ reliable, low maintenance, high
availability and long service life,

o start-up under full load is possible
without any problems.
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Wirtschaftlichkeitsbetrachtung ConviTec Altsandkiihler / Mischerkiihlersystem
Economic analysis ConviTec Used-sand cooler / Mixer cooling system

Betrachtungsgrundlagen:
Viewing basics

Forderleistung:
feeding rate

Kuhlung von:
cooling from

Preis / kWh:
price /kWh

91 t/h

100 °C - 40 °C

0,17 €/kWh (Annahme/expectation)
Quelle: Statistisches Bundesamt

ConviTec Altsandkuhler
ConviTec Used-sand cooler

Mischerkiihlersystem
Mixer cooling system

Motorleistung - Ventilator
motor power - fan

18,5 kW

30 kW

Motorleistung — Motor fiir Richterreger
motor power — motor for exciter

7,5 kW

Motorleistung — Mischermotor
motor power — mixer motor

45 kKW

Gesamtverbrauch
total consumption

26 kKW

75 kW

Differenz
difference

49 KW

Energiekostenersparnis

- bei 2000 Betriebsstunden (1 Schicht a 8 Std., 250 Tage/Jahr)
energy costs savings

- for 2000 hours (1 shift of 8 h, 250 days/year)

16.680,00 €

- bei 4000 Betriebsstunden (2 Schichten a 8 Std., 250 Tage/Jahr)
- for 4000 hours (2 shifts of 8 h, 250 days/year)

33.320,00 €

- bei 6000 Betriebsstunden (3 Schichten a 8 Std., 250 Tage/Jahr)
- for 6000 hours (3 shifts of 8 h, 250 days/year)

49.980,00 €

Unterhaltungskosten
maintenance costs

kein nennenswerter
Verschleil3 infolge
Luftkissen zwischen
Anstrémboden und
Sandbett

no significant wear due to
air cushion between the
inflow and sand bed

Austausch SchleiBteile ca.
1 x pro Jahr

replacement wear parts
about 1 x per year
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Typ Abmessung Forderleistung ca. in t/h bei Antriebsleistung | Antriebsleistung | Wasserbedarf | Zuluft Abluft
Kuhlbereich Klhlung: Ventilator Motor ca. in kW | max. ca. in I/h ca. in m¥h ca. in m¥h
LxB [mm] ca. in kW
Type Dimension conveying capacity approx. in th | driving power driving power max. water air intake exhaust air
cooling area at cooling fan approx. in motor approx. requirement approx. in approx. in
LxW [mm] kW in kW approx. in I/h mdh m3/h
von/from | von/from | von/from
120 auf/to | 100 auf/to | 80 auf/to
40 °C 40 °C 40 °C
CSK3 | 3.000x 1.000 20 23 29 5,5 2x27 800 5.500 6.500
CSK5 | 4.500x 1.000 30 34 43 55 2x2,7 1.400 8.500 9.500
CSK7 | 4.500x 1.500 45 51 64 7,5 2x2,7 1.800 12.000 14.000
CSK9 | 4.500 x 2.000 60 69 86 15 2x4,0 2.700 16.500 19.000
CSK 12 | 6.000 x 2.000 80 91 114 18,5 1x7,5 3.500 21.500 25.000
CSK 15 | 7.500 x 2.000 100 114 143 22 1x7,5 4.400 27.000 31.500
CSK 18 | 7.500 x 2.500 120 138 172 30 1x15 5.300 33.500 38.000
CSK 21 | 9.000x 2.500 140 160 200 37 1x15 6.100 38.000 44.000
CSK 26 | 10.500 x 2.500 175 200 250 45 1x15 7.600 47.000 55.000
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Merkmale:

e Schwingférderer

e Lineare Schwingbewegung

e Unwuchtmotore

e Richterreger

e Gelenkwellen

¢ Antriebmotor

e Frequenzumrichter

e Mitschwingende Haube

e Stationare Haube

e Zuluftventilator

e Jalousieklappe

e Falschluftklappe

e Wasserbedlsung

e Druckfedern

e Schaltschrank

e SPS-Steuerung

e Sensorik (Temperatur, Feuchte,
Materialstrom,
Schwingungsiberwachung)

Eigenschaften:

e Fordert Altsand

e Kihlt Altsand

e Homogenisiert Altsand
e Wirbelbettkihlung

Nutzen:

e Schonender Transport

e Verklrzt Mischzeit

¢ Gleichbleibende Altsandqualitat

e Verbesserte Gussqualitat

e Weniger Gussfehler

o Effizientes Kluhlverfahren

e Energiesparender Betrieb

e Automatikbetrieb

¢ Automatische Betriebsdatenerfassung

ConviTec GmbH
Muhlheimer Str. 231
D-63075 Offenbach
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Features:

e Vibrating conveyor

e Linear vibrating movement

¢ Unbalance motors

¢ Directed exciter

¢ Drive shafts

¢ Drive motor

e Frequency converter

e Vibrating hood

e Stationary hood

e Fresh air ventilator

o Multi-leaf damper

e False air flap

o Water spraying

e Compression springs

e Control cabinet

¢ PLC control

e Sensor system (temperature, humidity,
material flow, Vibration monitoring)

Properties:

e Transport used sand

¢ Cool used sand

e Homogenize used sand
e Fluid bed cooling

Benefit:

¢ Gentle transport

¢ Reduces mixing times

¢ Constant used-sand quality

¢ Better cast quality

e Fewer casting faults

o Efficient cooling process

e Energy saving operation

¢ Automatic operation

¢ Automatic operating data acquisition
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Anfrageformular / Questionnaire
Altsandklhler / Sand cooler

Kunde / customer:

Projekt / project:
Datum / date:

Anlagendaten / Plant datas:

Aufgaberate / Feed rate: [t/h]
Sandtemperatur / Sand temperature:  EINGANG / INPUT AUSGANG / OUTPUT
[°C] [°C]
Sandfeuchte / Sand moisture: EINGANG / INPUT AUSGANG / OUTPUT
[%] [%]
Sandzusammensetzung / [mm] [%]
Sand analysis: [mm] [%]
[mm] [%]
[mm] [%]
KUhllufttemperatur /
Cooling air temperature: [°C]
Relative Kuhlluftfeuchte /
Cooling air relative moisture: [%]
Umgebungstemperatur /
Ambient temperature: [°C]
Automatische Sandaufbereitung / [Ja/Yes] [Nein/No]
Sand preparation — automatically: m m
Beschickung / Feeding: [gleichmaBig / evenly] i
[ungleichm&Big / unevenly] m
Aufstellung / Arrangement: [Fundament / foundation] o
[Geb&udedecke / celling] O
[Stahlkonstruktion / steel construction] o
Neuinstallation / New installation: [Ja/Yes] [Nein/No]
O O
Bemerkung:
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